PELICAN™ CARGO CASE
ROOF MOUNT TUBULAR CLAMP, GEN 2 (RFMTTC2)
UNIVERSAL

For Pelican™ BX90R, BX140R, BX55S, BX85S Cargo Cases On Tubular-Style Roof Racks With Cross-bar Tubes up to 9/16” (14.3mm) Diameter. Requires purchase of Pelican™ Cargo Case Roof Mount GEN2, RFMT-002-BLK.

PELICAN® CARGO CASES AND MOUNTS
LIMITED LIFETIME WARRANTY (CASES) AND THREE YEAR WARRANTY (MOUNTS)

Pelican Products, Inc. (“Pelican”) guarantees its Pelican® Cargo cases for a lifetime against manufacturing defects in materials and workmanship for three years from the date of purchase. This warranty does not cover normal wear and tear including but not limited to scratches, dents, chips, cracks, normal wear and tear which may be caused by: (a) the natural wear and tear of colors caused by exposure to the elements, (b) all cases of any nature are harmed if the product has been altered, damaged or in any way physically damaged, or replaced to show, abuse, negligence, or accident.

Some states and countries do not allow limitations on how long an implied warranty lasts or the exclusion or limitation of incidental or consequential damages, so the above limitations or exclusions may not apply to you. To the extent permitted by law, Pelican excludes all other guarantees or warranties, express or implied, including, without limitation, any implied warranties of merchantability or fitness for a particular purpose; and all other incidental, special, indirect or consequential damages, whether or not based upon contract, tort or any other legal theory. Any implied warranties which Pelican warrants against defects in materials and workmanship for three years from the date of purchase. The above warranties do not extend to any product which is altered, damaged or in any way physically damaged, or replaced to show, abuse, negligence, or accident.

Pelican recommends the user do so periodically and if road conditions change (i.e. freeway to dirt “road”) again check the security of the cases to the vehicle after an initial brief period of driving and adjust if required. It is imperative that Pelican™ Cargo Mounts and Cases be properly installed and securely attached to your vehicle. Failure to properly secure the mounts and cases to your vehicle could result in serious injury and even death. You are responsible for the fitment of the Mounts and Cargo Cases to your vehicle. You must therefore periodically inspect the equipment for wear and damage. Replace in doubt. If you have limited mechanical experience you should not attempt to install the equipment. You should have the equipment installed by a professional installer if you have any doubts about your abilities.

LATCHES AND MOUNTING KIT CARE
Periodically check the latches and mounting hardware to ensure there are no loose parts. Continual exposure to daylight may cause the black hardware to turn white. It is recommended that the user check the security of the cases to the vehicle after an initial brief period of driving and adjust if required. Pelican recommends the user do so periodically and if road conditions change (i.e. freeway to dirt “road”) again check the security of the attachment of the Case to the vehicle.
1 GET ORGANIZED

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>DESCRIPTION</th>
<th>QTY.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>M6 U-BOLT</td>
<td>8</td>
</tr>
<tr>
<td>2</td>
<td>M6 FLANGED NYLON LOCKNUT</td>
<td>16</td>
</tr>
</tbody>
</table>

TOOLS REQUIRED:
- M4 ALLEN KEY/DRIVER
- M10 WRENCH/ SOCKET

* Tools not included.

FIT & SECURE

CHECK YOUR PELICAN CARGO CASE ROOF MOUNT GEN2 KIT (SEPARATE PURCHASE) FOR INSTRUCTIONS SPECIFIC TO IMAGE 5.2 IN SECTION 5.

OMIT THESE T-SLOT FASTENERS FROM ASSEMBLY STEP IN RFMT2 KIT INSTRUCTIONS.

SUBSTITUTE U-BOLTS AND NUTS FROM THIS RFMT2KIT AS SHOWN. LEAVE NUTS SLIGHTLY LOOSE TO ALLOW LATER ADJUSTMENT PER RFMT2 INSTRUCTIONS.

AT THIS STEP RETURN TO YOUR RFMT2 KIT INSTRUCTIONS AND PROCEED TO COMPLETE INSTALLATION OF PELICAN™ CARGO GEN2 ROOF MOUNTS.